SPECIFICATIONS FOB STREET PAVEMENTS, ETO.
ing for the maintenance of the pavement in good repair for a period of nine years.* The contract price provided also for an annual sum to be paid for maintenance, and the bond given by the contractor covered the maintenance, as well as the original construction.
The tests to which the brick are submitted under this specification are the same as those given in Art. 133.
135.    Specification  for   Asphaltum  Pave* After  describing  the  preparation   of  the   roadbed concrete foundation,  having a depth  of five inches, following specifications of the   asphaltum   body and surface are employed.
BINDER.
The second or binder course will consist of a fine bituminous concrete composed of clean broken stone, slag or gravel, not exceeding one and one-half (ij^) inches in their largest dimensions, thoroughly screened, and asphaltic cement made from lake asphalt, as below described. The stone, slag or gravel, will be heated by passing through revolving heaters and thoroughly mixed by machinery with the asphaltic cement in the proportion of not less than fifteen gallons of the asphaltic cement to one (i) cubic yard of stone, slag or gravel. The mixture will be so made that the resulting binder has life and gloss without an excess of cement. Should it appear dull from over heating or lack of cement it will be rejected. This binder will be hauled to the work and spread on the base with hot iron rakes, and immediately rammed and rolled with hand and steam rollers while in a hot and plastic condition, until it has a thickness of one and one-half (ij^) inches. The upper surface will be made exactly parallel with surface of the pavement to be laid.
WEARING   SURFACE.
Upon this binder course thus prepared shall be laid a wearing surface or pavement proper, the basis of which shall
*This clause was declared illegal under the former charter, but is now (1902) enforced under a new charter amendment which provides fora "guarantee" and for keeping the pavement in repair for a term of years.

